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EP 1

F (<0.01µg/m3)

E (1 to <0.01µg/m3)

D (10 to 1µg/m3)

C (100 to 10µg/m3)

 B (100µg to 1000µg/m3)

A (<1000µg/m3)

CONTAINMENT STRATEGY 1
General Ventilation

CONTAINMENT STRATEGY 2
Downflow Booth

CONTAINMENT STRATEGY 3
Downflow Booth

with Barriers

CONTAINMENT STRATEGY 4
Containment Isolators

CONTAINMENT STRATEGY 5
Containment Isolators with

Transfer Ports/Valves

EP 2 EP 3 EP 4

Select Band and Containment Strategy

2 
   C

on
ta

in
m

en
t B

an
di

ng
 L

ev
el

s

(B
as

ed
 o

n 
pr

od
uc

t O
EL

’s
)

1 
   S

el
ec

t E
xp

os
ur

e 
Po

te
nt

ia
l (

EP
)

Risk (Exposure Potential)  – This is a factor of the quantity of loose powder transfer (Manual Scooping etc.)
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LOW MED HIGH

SHORT

EP 1 EP 2 EP 3 LONG

LONG

LONG

EP 1 EP 2 EP 3 SHORT

EP 2 EP 3 EP 3-4

EP 2 EP 3 EP 3 SHORT

EP 3 EP 4 EP 4

SMALL (g)

MEDIUM (Kg)

HIGH (Tonnes)

Dustiness Potential

Task Duration

Band
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Extract accepts no liability for incorrect interpretation of this guide and suggests consultation prior to finalising a control approach.
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